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诱渔灯广告：

1. 渔获是衡量诱渔灯好坏的唯一标准

Catch yield is the sole standard for measuring the quality of fishing

attraction lights

2 安全 降本是诱鱼工具的重要指标

Safety and cost reduction are key indicators for fishing lure tools
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1. Characteristics of Fishing Lure Lights
诱渔灯的特性

(1) Maximizing Effective Illumination Area to Enhance Fishing Lure Efficiency
全面提升用有效照射面积，保证诱渔的效果。

The optical design is a key factor influencing the light utilization efficiency of fishing
lure lights. By scientifically selecting beam angles, ensuring uniform light distribution,
and utilizing high-quality optical lenses, light utilization can be significantly improved,
thereby enhancing the effectiveness of fish attraction. Additionally, the integration of
multi-light combinations, intelligent dimming systems, and environmental adaptability
features further optimizes the performance of fishing lure lights to meet the needs of
different water environments and fish species.

配光设计是影响诱渔灯光利用率的关键因素。通过科学的光束角度选择、均匀的光强

分布和高质量的光学透镜设计，可以显著提高光利用率，增强诱渔效果。同时，结合多

灯组合、智能调光系统和环境适应性设计，可以进一步优化诱渔灯的性能，满足不同水

域和渔类的需求。

 Comparison Table at 1 Lux for LED Fishing Lure Lights and Metal

Halide Lamps at the Same 440KW Power

440KWLED诱渔灯和金卤灯同功率在 1lux 时的照射范围对比表

No. Item 项目
Metal Halide Lamp

金卤灯

LED Fish
Attraction Light
LED诱渔灯

1

Weight Comparison per Ship
Installation (Including
Installation Wires)

整船安装的重量对比

（含安装用线的重量）

218KG 385KG

2
Wind Resistance Comparison

风阻对比

264,000 cm²
26.4万平方厘米

31,700 cm²
3.17万平方厘米
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 Illumination Coverage Map at 1 Lux for LED Fishing Lure Lights and

Metal Halide Lamps at the Same 440KW Power

LED诱渔灯和金卤灯在 440KW同功率时 1 lux 的照射范围照度图。

1 The 440KW LED Fishing lure lights has an illumination coverage of
303,370 m² at 1 Lux.

440KW LED诱渔灯在 1 Lux时的照射范围为 303,370 m²

2 The 440KW metal halide lamp has an illumination coverage of 133,000 m².

440KW 金卤灯在 1Lux时的照射范围为 133,000 m².

3
1 Lux Illuminance Area

Comparison
1Lux照度面积对比

133,000 m²
13.3万平方米

303,370 m²
30．337万平方米
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 Intelligent Operation for Enhanced Convenience and Increased Productivity
智能化操作，提高操作的便利性的同时提高了生产效率。

Intelligent control systems not only improve operational convenience but also significantly
boost productivity. In the fish attraction process, luring and catching are two distinct stages. By
utilizing a wide-area effective illumination, fish can be initially gathered in a specific area. Then,
through intelligent light adjustments, fish can be further guided into the designated capture
zone, thereby increasing the overall catch.
智能化操作显著提升了操作的便利性和生产效率。对于诱渔过程而言，诱渔和捕渔是两个不同

的阶段，通过大范围的有效照射面积，实现第一次相对集中的渔区，第二次通过智能灯光的调整，

把渔进一步诱到可以捕捞区，可以增加渔获。

 Maximizing the Lifespan of Fishing Lure Lights
极限提高诱渔灯的使用寿命。

This system adopts a standard constant voltage and constant current power supply
mode for LED lights, featuring precise constant voltage regulation and
ultra-high-density constant current drive. With no easily damaged components, this
design significantly extends the lifespan of fishing lure lights while improving their
performance and reliability, ultimately providing users with substantial economic
benefits and operational convenience.
本系统是 LED灯的最标准恒压加恒流的供电模式，采用精准的恒压加超高密度恒流驱动，

灯具无易损件，极限提高诱渔灯的使用寿命不仅提升了灯具的性能和可靠性，还为用户

带来了显著的经济效益和操作便利性。



® 渔获 是衡量诱渔灯具好坏的唯一标准

6

 Optimizing Generator Efficiency and Extending Equipment Lifespan
极限优化发电机的效率及寿命。

Balanced three-phase loading is critical for the efficient operation of a generator. A
well-balanced load distribution not only enhances generator efficiency and stability but
also extends equipment lifespan, reduces maintenance costs, and optimizes energy
utilization. Ensuring balanced three-phase loading allows the generator to operate in its
optimal state, delivering stable and reliable power supply for electrical systems.
三相负载平衡对发电机的运行至关重要，它不仅提高了发电机的效率和稳定性，还延

长了设备寿命，降低了维护成本，同时优化了能源利用率。通过保持三相负载平衡，可

以确保发电机在最佳状态下运行，为电力系统提供稳定、可靠的电能供应。

 Ensuring Navigation Safety and Electrical Reliability
极限保证航行及用电的安全。

The weight and wind resistance of marine lighting equipment have a significant
impact on navigation safety. Overly heavy lights can reduce vessel stability and
increase fuel consumption, while high wind resistance designs may add to navigation
drag and maneuvering difficulties. By incorporating lightweight designs, aerodynamic
optimizations, and intelligent lighting systems, these negative impacts can be
minimized, thereby enhancing overall vessel performance and navigation safety.
船用灯具的重量和风阻对航行安全有着重要影响。过重的灯具会降低船舶的稳定性和

燃油率，而高风阻设计则可能增加航行阻力和操控难度。通过轻量化设计、空气动力学

优化和智能照明系统的应用，可以有效减少这些负面影响，提升船舶的整体性能和安全

性。
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2. Application Scenarios 使用场景

 Offshore and Nearshore Fishing 远洋与近海捕捞

Fishing lure lights are widely used in offshore and nearshore fisheries. By emitting
specific light spectra, they attract phototactic fish species (such as squid and
saury), significantly enhancing fishing efficiency, especially at night or in
deep-water areas.
诱渔灯广泛应用于远洋和近海渔业，通过特定光谱的光照吸引趋光性渔类（如鱿渔、

秋刀渔等），显著提高捕捞效率，特别是在夜间或深水区域。

3. Fishing lure lights Product Parameter
诱渔灯具产品参数指标

Lamp Power 600W / 800W

Input Voltage 380Vac ±1

Light Source Type High-Density COB

Luminous Flux 600W - 72,000 lm / 800W - 96,000 lm

Color Temperature 2700-8000K

Beam Angle 80° X 120°

Protection Level IP67

Control Method Intelligent Control

Lens Material Optical Glass

Weight 600W (1.68 Kg) / 800W (1.78 Kg)

Certification CE

Power Supply Mode Centralized Power Supply

Wind Resistance Front: 0.25 cm²/W / Side: 0.28 cm²/W

Cooling Method Active Cooling

Warranty 3 Years
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4. Product Dimension Drawing 产品尺寸图


